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THE DISPLAY

Note:

The Repeat Cycle indicator shows:

+ during time t+, and — during time t-.
(see OPERATING MODES)

CONNECTIONS (see page 23)

{
{
|

3 J_ Input: 12 - 48V AC/DC
{— . Input Common
2 —j— Input: 48 - 240V AC/DC

Normally Closed 250V AC @ 8A cos@= 1
¢ w 6 Relay: 250V AC % 5A cos@= 0.4
5 —Normally Open o) 30vDC @ 8A
SPECIFICATION +48 to +240V +10% dc or ac:
Display Input impedance 470kQ

Black on Silver LCD. 3 digits, height
6.5mm indicating timer value. Mode and
relay status indicators.
Timing Ranges
0.2-999, 1-999 sec
0.01-9.98, 0.1 -99.9, 1 - 999 min
0.01 -9.99, 0.1 -99.9, 1 - 999 hrs
Accuracy
Timing
+50 -20ms, or +0.5% of Set Time,
whichever is greater
Repeat
+0.3% of set time
Batteries
Two non-replaceable Lithium batteries.
10 year or 1million relay operations
expected life
Input
Opto-isolated
Level-triggered or Edge-triggered
Minimum pulse width 20ms
+12 to =48V dc or ac:
Input impedance 100k

Output ]
Contacts
SPDT voltage free contacts
Rating
250V AC @ 8A cos@-= 1
250V AC @ 5A cos@= 0.4
30V DC @ BA
Reaction time
<20ms
Expected life
8A resistive load, 100,000 operations
2A resistive load, 1,000,000 operations
Installation Category (IEC 664)
Overvoltage category Il
(Pollution degree 2 )
Operating temperature
-10°C to +60°C
Storage temperature
-20°C to +70°C
Altitude
Up to 2000m
Relative Humidity
80% max up to 31°C, decreasing to 50%
max at 40°C

THE BUTTONS Note:

In OFF DLY mode:
4PIRGG and JRESET Mer
to program the 7955. to reset the relay, then

4 RESET

to reset the relay and the timer.

é RESET

again, to reset the timer.

PROGRAMMING

Program PROG
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OPERATING MODES WARNING
THIS UNIT CONTAINS A LITHIUM BATTERY AND MUST NOT BE DISPOSED OF

%‘ IN A FIRE OR EXPOSED TO TEMPERATURES BELOW -20 C OR ABOVE +70 C.
@
Q
2 2 : WARNING
" g g l Installation and maintenance must be carried out by suitably qualified
3 s [ = personnel only. Hazardous voltages may be present on the connection
2 < + s e | terminals.
& g bod g Installation
S o E 2 | This product is intended to be installed in accordance with the operating and installation
Bi] £ ;é £ & requirements of Overvoltage Category Il and Pollution Degree 2 (as defined by IEC 664).
> 4 £ 8 § It must be fitted in a suitable enclosure which is accessible to qualified personnel only.
g 2 § & The relay output circuits must be fitted with fuses suitable for the voltage and current
i = 3 § [ being switched.
(=}
g_ ' g - 7 § | Maximum fuse ratings:
o |
5 - e a i | 250Vac @ BA cos@= 1 fuse rating 8A
gl % 5 P 3 | 250Vac @ 5A cos@= 0.4 fuse rating 5A
= . Ey ; & g | 30Vde @ 8A fuse rating 8A
B g\ ? g 2 All conductors carrying hazardous voltage should have external switching or disconnect
3 = e = e mechanisms fitted which provide at least 3mm of contact separation in all poles.
8 ol 2 g & Failure to install or operate the unit in accordance with the above requirements
g fi | J ; % Iy e— - i may result in the electrical safety of the unit being impaired.
- i T > 5
> § 2 §i é& . »2 3 Fit § 3 E; | Maintenance
o= = x |2 £ € |aQ = e |z€ = i | Ensure that all power sources to the unit are isolated prior to maintenance,
1 inspection or cleaning. )
R e There are no user serviceable parts inside this unit. Under no circumstances should the
5 g % T . case be opened.
8 & £ o a All external wiring connections should be inspected at regular intervals. An damaged
= s % b &2 eg y g
I § S é wiring should be replaced and any loose connections should be retightened.
E o %‘ %% b = Cleaning should be carried out using a dry cloth to wipe the casing of the unit.
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Addendum to Instructions.

Please note:

Any signal cables connected to this device must not exceed 30

metres in length.

If signal cables are installed that are routed outside the building,
it will be necessary to install additional surge protection devices.

Ergénzung zur Bedienungsanleitung

Bitte beachten Sie folgendes:

Die Signalleitungen, die an dieses Gerat angeschlossen werden,

dirfen eine

Gesamtlange von 30m nicht tiberschreiten.

Werden Signalleitungen auBerhalb von Geb&uden verlegt,
missen zuséatzliche SchutzmaRnahmen gegen Surge
Stérimpulse vorgesehen werden.
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