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OPERATING CONDITIONS:
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E LOW: (VACUUM TO 10 -6)
: 2. OPERATING CONDITIONS: HOURLY CYCLE BETWEEN THE
i LOW AND HIGH PRESSURE RATING.
- A .
3. OPERATING TEMPERATURE: 350° C.
secTion A-A
SCALE 1:4 4. AN ESTIMATED WEIGHT IS TO BE PROVIDED TO ANL
PRIOR TO FABRICATION.
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~— 12.000 —— | THE USE OF SULPHUR BEARING OILS OR
e 10.0° 000 ABRASIVES IS PROHIBITED.
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@ THAT MAY RESULT IN EMBEDDED CONTAMINATION OF
500 | . THE PART ARE PROHIBITED.
P | ‘ ‘ L - ‘ 3 USE ONLY CIMCOOL, KOOLMIST #77, MOBIL
— ‘ I ( I ‘ I ) CUT-MAX, MISSILE LUBE #5, OR AN ANL APPROVED
? , \ ! EQUAL LUBRICANT FOR MACHINING.
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13.798 ' ‘ \ ARE TO BE THOROUGHLY CLEANED, AND FREE OF
12.000 ' 10,000 2 ‘ ALL OIL AND OR SOLUTIONS.
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