Catalog 8083/USA
Linear Positioning Stages

4400 Series ( 5.0 inches wide)
Square Face, Multi-Axis Stages

Precision Positioners

The 4400 positioning stage
provides a large five inch
square mounting surface on
a refatively low profile (1.0
inch) and can be selected
with or without a two inch
diameter clear aperture.
The 4400 series offers a

variety of selections including:

English or Metric Style
(siz e and mounting); two

Specifications

bearing types (ball or

cross rofler); and three
drive mechanisms (English
micrometer, Metric micrometer
or digital micrometer).
Position locks are also
available as a separate
option when ordering. Three
axis units can precisely lift
payloads weighing up to
thirty pounds.

English Metric

Travel - Maximum (selectable)

20in 50 mm

Load Capacity:*

Normal g5 1b - See tahle. 43 kg — See table.
Thrust T, 2.5bs 1,1 kgs
T, 30 lbs 13,5 kgs
Straightline Accuracy 0.00008 in 2 om
(per inch of travel)  (per 25 mm travel)
Resolution/Graduations:
English Micrometer 0.001 in n/a
Metric Micrometer n'a 0,01 mm
Digital Micrometer 0.00005 in 0,001 mm 3 CAD Files...

* Refer to linear slide component for moment load charts.

Center Drive inches (mm)!
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t Note: Values shown in parentheses are actual metric dimensions for metric models {not conversions).
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Model Selection Guide

English Mic
English Mic
- Metric Mic C
MetricMic e
 Digital Mic
Digital Mic

Digital Mic
Metric Mic

NOTE: For the optional position lock, add “-L" to the desired part number when ordering.
Available on all models except the digital micrometer (-DM).
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