Residual Magnetic Field Record

Use this form for shipments involving magnets or magnetized material via air cargo. (Note : I.A.T.A. Regulations require shipping container(s) to have dangerous good label if the magnetic field strength exceeds 0.418A/m (0.00525 gauss) or deflects a compass needle more than 2 degrees when measured at a distance of 4.6m (15ft)from any point of the surface.) 


Gauss reading at 15 feet  = ________________ gauss,   or   compass deflection at 15 feet =__________________ degrees

Make and model number(s) of the test instrument(s) used to perform the measurements:

Signature and date of the person who performed the measurements:    

Signature __________________________________       Date  _________________

[Note: when shipping magnetic materials through the ANL PA.R.I.S. System, do the following: (1) Attach this form to the PARIS Transfer Order form. (2) Select “Yes” for “Misc. Hazardous Material” on the form.  (3) If the magnetic filed was measure in gauss units, enter the gauss measurement from above in the “Total Qty of Hazardous Material” field on the form & Select “gauss” in the unit of measure field.  (4) If the magnetic field was measured with a compass, enter the degrees of the compass reading in the “Reason for Shipment section on the Transfer Order. A dangerous goods label will be affixed by the ANL Shipping Department if one is required. For questions or assistance contact Doreen Schoening PFS-MAT 2-2934, dschoening@anl.gov].
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