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(4) M6 CLEARANCE 
THRU HOLES
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LEFT SECTION (1 pc.)
RIGHT SECTION (1 pc.)

TOP SECTION (1 pc.)
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5

PERKIN ELMER DETECTOR 
ALUMINUM FRAME 

(TO HOLD LEAD SHIELDING)

UNITS ARE IN mm
MATERIAL IS ALUMINUM

QUANTITY: AS LISTED
DRAWN BY: RICK SPENCE

DESIGN BY: J.LEE/A.MICELI/R. SPENCE
CONTACT: RICK SPENCE 2/4-2797

COST CODE: 58927-81-132

(8) M6 SHCS C-BORE THRU

(8) M6 BLIND TAP
   20 MM DEEP

1
4
3
.
7
6

     NOTES ON FABRICATION: 
1. ALL FRAME SECTIONS ARE 44mm DEEP. 
2. FRAME SECTIONS ARE 3 DIFFERENT WIDTHS: 2 

SIDES ARE 3/4", BOTTOM IS 10.55mm & TOP IS 1".
3. LEFT SECTION OPENING IS 245 mm X 29 mm. 

CORNER RADII OF 1/8" IS ACCEPTABLE.
4. RIGHT SECTION MATCHES OVERALL DIMS & BOTH 
CLEARANCE HOLE POSITIONS OF LEFT SECTION.

5. M5/M6 CLEARANCE HOLES TO BE OVERSIZED
BY STD 1/64" +.005 to .010".
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BOTTOM SECTION (1 pc.)

1
1

3
3

9.52

(40) M5 BLIND TAP 10mm DEEP. 
  10 HOLES ON EACH SECTION

(5 HOLES FRONT/BACK PER PC.)
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PE DETECTOR_ALUMINUM FRAME_FINAL.dwg

573.81

(2) 1/2-13 TAP THRU

251.31

150.25

551.31

(2) 1/4-20 BLIND 
TAP 20mm DEEP

HOLE LOCATIONS W/O DIMS ARE IDENTICAL 
TO THE BOTTOM SECTION

719.62

(2) M6 TAPPED 
THRU HOLES

(2) M6 TAPPED 
THRU HOLES

M6 CLEAR THRU

ALL HOLE LOCATIONS ON 

LEFT SECTION (ABOVE) 
SHOULD MATCH THE 

RIGHT SECTION
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CUTOUT 
SECTION
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M6 CLEAR THRU
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