Downtime for Run 2004-3
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T Start End 3 Loss [OReason [a) 2 Start End 3 @ Cause System Group Type Description
1/10/05/04 08:00 10/11/04 16:00 152.00|Int Dump: End of Period 10/11/04 16:00 |10/11/04 16:00 0.00 0.00|Scheduled
2(10/12/04 08:00 10/13/04 05:17 21.28[22BM PSS Fault  [SI] 1.85
104843 10/13/04 05:17 |10/13/04 06:31 1.23|SI Sl Sl Store Lost Failed processor.
104843 10/13/04 06:31 |10/13/04 07:08 0.62|DIA DIA DIA Inhibits beam to user
3|10/13/04 07:08 10/17/04 23:05 111.95|Power Bump [ComEd] 104845 10/17/04 23:05 |10/18/04 01:56 2.85 2.85[Other Other Other Store Lost Transformer failed
4/10/18/04 01:56 10/18/04 08:09 6.22|Int Dump: End of Period 0.00 0.00|Scheduled
6/10/26/04 16:00 10/28/04 02:13 34.22|S1B:V4 trip [PS] 6.63
10/28/04 02:13 |10/28/04 05:40 3.45|PS PS PS Store Lost
10/28/04 05:40 |10/28/04 07:38 1.97|DIA DIA DIA Inhibits beam to user BESOCM work
10/28/04 07:38 |10/28/04 08:51 1.22|OPS OPS OPS Intentional Dump Beam dumped to improve bunch purity, refill.
7]10/28/04 08:51 10/28/04 17:10 8.32|Bunch Purity  [OPS] 10/28/04 17:10 |10/28/04 17:33 0.38 0.38|OPS OPS OPS
8|10/28/04 17:33 10/29/04 09:53 16.33|S23C:BM Dac Loss _[PS] 1.70 OPS OPS OPS
10/29/04 09:53 |10/29/04 10:23 0.50|PS PS PS Store Lost
10/29/04 10:23 |10/29/04 11:35 1.20|RF RF RF Inhibits beam to user
9|10/29/04 11:35 10/30/04 00:23 12.80|SR-RF3 Trip [RF] 10/30/04 00:23 |10/30/04 00:48 0.42 0.42|RF RF RF Store Lost SR-RF3 Trip, reset, refill, resume top-up.

10|10/30/04 00:48 11/01/04 08:00 56.20]Int Dumi: End of Period 0.00 0.00{Scheduled

Number of Lost Fills 6 Downtime
Number of Intentional Dumps 4 User System
Number of Fills 10 13.84 13.84
Total User Beam 563.32 23.5 User Beam days

Total User Downtime 13.84 <-- This downtime includes Gaps Open
Total Schedule Run Length  577.16

Mean Time Between Faults  93.89
Faults/Day of Delivered Beam 0.26
X-ray Availability 97.60%
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