
 

 
 
 
 

PID and valve positioning 

Extrusion with optimized fan, water, or oil 
cooling and alarms 

Ovens, furnaces and lab applications 

Modular I/O options 

Communications and PDSIO® 
 

Available in 1/16, 1/8 and 1/4 DIN panel sizes the 
2200e series are configurable for PID, On/ Off or 
motorized valve control for heat only or heat/cool 
applications, satisfying both electrical and gas 
heating requirements. Self-tuning and customized 
cooling algorithms are included to optimize control 
performance. These units employ patented INSTANT 
ACCURACY™ technology on scaleable universal 
inputs accepting nine standard thermocouple and 
RTD inputs, DC process inputs or downloadable 
custom inputs. 

Digital communications with Modbus® RTU or 
DeviceNet™ protocols are available for easy con- 
nection to PLC™ or PC based supervisory control and 
data logging systems. 

Modular heating and cooling outputs are provided, 
plus one or two alarm relay outputs. The 1/8 and 
1/4 DIN units have two digital inputs to select 
auto/manual transfer, standby mode, second 
setpoint or alarm acknowledge. The 1/4 DIN model 
2204e has an additional 10 amp high current output 
option.  

A simple ramp and hold profile can be programmed 
using the internal ramp generator and dwell timer. 
With custom cooling algorithms, these controllers 
are ideal for plastics extrusion. Eliminate ammeters 
using PDSIO® current monitoring facility. Heater 
current may be displayed and open and short circuit 
faults detected and alarmed. 
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